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Getting Started 
 

 

Congratulations on choosing the Argox Xellent Series (X-Series) 

industrial barcode printer. This userôs manual describing the 

X-1000VL, X-2000V and X-3200 models, will help you get to know 

your new printer. The manual includes a guide to operate the 

printer as well as related information on troubleshooting, 

maintenance, and technical reference. Illustrations are provided 

to help you quickly become familiar with the printer. 

 

Unpacking 
 

After receiving your printer, please check for possible shipping 

damage: 

 

1. Inspect the outside of both the box and the printer for 

possible damage. 

2. Open the top cover of the printer to see if the media 

compartments are in order. 

 

Note: If damage has occurred, contact your shipping company 

immediately to file a claim. 

 

3. Check whether you have received the following 

accessories together with the printer. If there are any 

items missing, please contact your local dealer. 
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Package Contents 
 

¶ Printer 

¶ Quick Guide 

¶ CD Rom Disk  

¶ Power Cord 

¶ Ribbon   

 

Ribbon 

Power Cord 

Printer 

CD ROM 

Quick 

Guide 
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Placing the Printer 
 

Before setting up and connecting the printer you should consider 

the following.  

 

WARNING!  Do not operate the printer in an area where it might 

get wet. 

 

¶ Find a solid flat surface with adequate room for the printer 

and enough space above for media and ribbon access. 

¶ Place the printer within cable distance of the host and 

printer (serial or parallel cable.) 

¶ Isolate the power cord from other electrical cables. 

 
 
Connecting the Power Cord 
 

Connect the power cord as below.  
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Getting to Know Your Printer 
 

The illustrations below describe parts and features of the 

X-Series. 

 

Front Panel 
 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

Top Access Door 

Front Access Door 

X-1000V Model 

 

X-2000V(Zip) / 

X-3200 Model 

LEDs and 

Buttons 

LCD Display 
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The front panel includes: 

¶ 3 LED indicators (READY, MEDIA and RIBBON) 

¶ 3 buttons (FEED, PAUSE and CANCEL) 

¶ LCD display (X-2000V / X-2000VZip / X-3200) 

¶ Top Access Door 

¶ Front Access Door 

 

LED Indicators 
 

There are three LED indicators on the front panel, READY, 

MEDIA and RIBBON. These indicators display the operation 

status of the printer. 

 

READY On ï Normal operation 

Off ïPrinter error 

MEDIA On ï Normal operation 

Blinking ï Install new media 

          Printhead overheat 

          The printer is paused, 

RIBBON On ï thermal transfer mode with ribbon installed 

Off ï direct thermal mode ( no ribbon installed ) 

Blinking ï Install a new ribbon 

For the X-2000V / X-2000VZip / X-3200 models 

The mode of thermal transfer and direct transfer set 

with the panel.  

 

For the X-1000VL model 

Set with the Windows driver or command. 
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Buttons 
 

There are three buttons, each with two basic functions. 

 

Button Function 1 

(Press the button) 

Function 2 
(Press the button and 

power switch together) 

FEED Feed a label Perform self test & print 

configuration report 

PAUSE ¶ Pause printing 

¶ Press again to resume 

printing 

Perform a media 

calibration 

CANCEL ¶ Interrupt and delete a print 

task 

¶ Force printer to continue 

after an error is solved. 

Reset FLASH settings 

 

Notes: 

1. You should perform a media calibration after installation 

and when changing to a different type or size of media. 

2. Before calibration, you must load the media and ribbon 

properly and move the label sensor to the correct position. 

3. After calibration the printer saves parameters to FLASH. 

Without correct calibration gap detection is easily lost 

during printing especially for small labels (less than 1.5 

inches in height). 

4. After self-test, the printer is in dump mode. For normal 

operation, you must press CANCEL to restart the printer. 
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LCD Display (X-2000V / X-2000VZip / X-3200) 
 

The X-2000V / X-2000VZip / X-3200 models have a LCD that 

shows: 

¶ printer status 

¶ printer settings 

¶ input data from a keyboard or barcode reader 

 
After power-on, the LCD displays the following message: 

X-2000V 
     

 

 

X-3200 

 

 

 

The first parameter is either 203 or 304, which stands for the 

printer resolution. The second parameter indicates the emulation 

(printer language), PPLA, PPLB or PPLZ. 

 

If a keyboard is plugged in, the display shows: 

X-2000V 
 

 

 

X-3200 

 

 

READY (203,PPLB) 

 

READY (300,PPLB) 

 

READY (203,PPLB) 

<ESC> FOR KEYBD 

READY (300,PPLB) 

<ESC> FOR KEYBD 
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If a barcode reader is connected, the display shows: 

X-2000V 
 

 

 

X-3200 

 

 

 

 

If an abnormal condition occurs, a related message is displayed. 

For example: 

READY (203,PPLB) 

WITH B.C. READER 

READY (300,PPLB) 

WITH B.C. READER 

RIBBON OUT 
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Setting Display Language (X-2000V / X-3200 models) 
 

The printerôs LCD display supports six languages: English, 

French, German, Italian, Spanish, and Portuguese. 

 

To select a language: 

1. Press the PAUSE and CANCEL buttons at the same time. 

2. Hold both buttons for about 3 seconds and release. 

3. The language selection screen appears. 

 

 

 

4. Press the FEED button for the next language. 

5. Press the CANCEL button to select and set the language. 

 

Press PAUSE or the PAUSE+CANCEL buttons to exit the 

language selection screen and enter normal mode. 

 

Item Range Factory Default 

LANGUAGE ENGLISH, FRENCH,  

GERMAN, ITALIAN,  

SPANISH, PORTUGUESE. 

ENGLISH 

 

 

LANGUAGE 

ENGLISH                 
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Changing Settings from the Panel (X-2000V / X-3200) 
 

You can change settings using the buttons on the front panel of 

the X-2000V and X-3200 printer models, in addition to changing 

settings via software commands. 

 

Buttons Function 

PAUSE+CANCEL 

(Donôt press over 

1 second) 

Press to enter setting mode. 

Press again to exit setting mode and return 

to normal mode. 

FEED Press to show next parameter. 

PAUSE Press to show next setting item. 

CANCEL Selects and saves a parameter to 

permanent FLASH memory. Unless 

changed via panel or command the 

parameter is saved even if you restart the 

printer. 

 

Setting Procedure 

To change settings using the buttons on the front panel: 

1. Turn on the printer. When READY appears on the LCD, 

press the PAUSE+CANCEL at the same time. 

2. Press PAUSE until the item you wish to set appears. 

3. Press FEED until the desired parameter appears. 

4. Press CANCEL to save your setting. An asterisk appears 

in the last column. 

5. Press PAUSE+CANCEL at the same time to return to 

normal mode. 
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Note: Do not change settings during printing or 

communication. 

Item and Parameter Settings, PPLA 

Item Range Factory Default Remarks 

PRINTER 

TYPE 

Thermal transfer / 

Direct thermal 

Thermal transfer  

CONTROL 

CODE 

SET 

STANDARD 

ALTERNATIVE 1 

ALTERNATIVE 2 

ALTERNATIVE 3 

STANDARD  

CUT/PEEL 

POS (mm) 

-15 ~ 50 mm 0 mm Controls cut and 

peel position. 

PRINT 

OFFSET (mm) 

-8 ~ 15 mm 0 mm Controls vertical 

print position. 

Positive value only. 

TPH VER 

OFFS (mm) 

-3~3 mm 0 mm Offset of vertical 

print position.  

RECOVERY  

PRINT 

ENABLED, 

DISABLED 

ENABLED Contents reprint 

after media-out or 

ribbon-out 

CUTTER 

INSTALLED 

NO 

YES 

NO  

CUT MODE NORMAL 

W/O BACKFEED 

NORMAL Appears only when 

cutter installed yes 

PEELER 

INSTALLED 

NO 

YES 

NO  

WIN CON LEN 

(mm) 

0 ~ 254 mm 0 mm Only under 

Windows with 

bundled printer 
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driver and 

continuous media. 

COUNTING  UP 

DOWN 

DOWN  

MEDIA SENS. 

TYPE 

REFLECTIVE 

SEE-THROUGH 

SEE-THROUGH Select for media 

characteristics. 

Once changed 

make sure to 

calibrate before 

printing. 

BACK FEED DISABLED, 

ENABLED 

DISABLED  

BACK 

DISTANCE 

10~40 mm 22 mm Appears only when 

BACKFEED 

enabled. 

BASE 

DARKNESS 

0~99 0   

BAUD RATE 

(RS232)  

600 / 1200 / 2400/ 

4800 / 9600 / 

19200 / 38400 / 

57600 / 115200 

9600  

PARITY 

(RS232) 

NONE 

EVEN 

ODD 

NONE  

LENGTH 

(RS232) 

8 DATA BITS 

7 DATA BITS 

8 DATA BITS  

CLEAR FLASH NO 

YES 

NO  
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Item and Parameter Settings, PPLB 
 

Item Range Factory Default Remarks 

PRINTER 

TYPE 

Thermal transfer 

/ Direct thermal 

Thermal transfer  

CUT/PEEL 

POS (mm) 

-15 ~ 50 mm 0 mm Controls cut and peel 

position. 

PRINT 

OFFSET (mm) 

-8 ~ 15 mm 0 mm Controls vertical print 

position. Positive value 

only. 

TPH VER 

OFFS (mm) 

-3~3 mm 0 mm Offset of vertical print 

position.  

RECOVERY  

PRINT 

ENABLED, 

DISABLED 

ENABLED Contents reprint after 

media-out or ribbon-out 

CUTTER 

INSTALLED 

NO 

YES 

NO  

CUT MODE NORMAL 

W/O BACKFEED 

NORMAL Appears only when 

cutter installed yes 

PEELER 

INSTALLED 

NO 

YES 

NO  

READER 

INSTALLED 

NO 

YES 

NO  

WIN CON LEN 

(mm) 

0 ~ 254 mm 0 mm Only under Windows 

with bundled printer 

driver and continuous 

media. 

BASE SPEED 

(IPS) 

0 ~ 4 IPS 

0 ~ 5 IPS 

0 IPS 

 

For X-2000V only.  

For X-3200 only. 

COUNTING  UP DOWN  
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DOWN 

MEDIA SENS. 

TYPE 

REFLECTIVE 

SEE-THROUGH 

SEE-THROUGH Select for media 

characteristics. Once 

changed make sure to 

calibrate before 

printing. 

BACK FEED DISABLED, 

ENABLED 

DISABLED  

BACK 

DISTANCE 

10~40 mm 22 mm Appears only when 

BACKFEED enabled. 

BASE 

DARKNESS 

0~99 0   

BAUD RATE 

(RS232)  

600 / 1200 / 

2400/ 4800 / 

9600 / 19200 / 

38400 / 57600 / 

115200 

9600  

PARITY 

(RS232) 

NONE 

EVEN 

ODD 

NONE  

LENGTH 

(RS232) 

8 DATA BITS 

7 DATA BITS 

8 DATA BITS  

CLEAR FLASH NO 

YES 

NO  
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Item and Parameter Settings, PPLZ 

Item Range Factory Default Remarks 

PRINTER 

TYPE 

Thermal transfer 

/ Direct thermal 

Thermal transfer  

CUT/PEEL 

POS (mm) 

-15 ~ 50 mm 0 mm Controls cut and peel 

position. 

PRINT 

OFFSET (mm) 

-8 ~ 15 mm 0 mm Controls vertical print 

position. Positive value 

only. 

TPH VER 

OFFS (mm) 

-3~3 mm 0 mm Offset of vertical print 

position.  

RECOVERY  

PRINT 

ENABLED, 

DISABLED 

ENABLED Contents reprint after 

media-out or ribbon-out 

CUTTER 

INSTALLED 

NO 

YES 

NO  

CUT MODE NORMAL 

W/O BACKFEED 

NORMAL  

PEELER 

(DISPENSER) 

INSTALLED 

NO 

YES 

NO  

COUNTING  UP 

DOWN 

DOWN  

MEDIA SENS. 

TYPE 

REFLECTIVE 

SEE-THROUGH 

SEE-THROUGH Select for media 

characteristics. Once 

changed make sure to 

calibrate before 

printing. 

BACK 

DISTANCE 

10~40 mm 22 mm Appears only when 

BACKFEED enabled. 
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ABS. 

DARKNESS 

0~30 0 Absolute 

TRIM. 

DARKNESS 

-30~30 0 Trimming 

BAUD RATE 

(RS232)  

600 / 1200 / 

2400/ 4800 / 

9600 / 19200 / 

38400 / 57600 / 

115200 

9600  

PARITY 

(RS232) 

NONE 

EVEN 

ODD 

NONE  

LENGTH 

(RS232) 

8 DATA BITS 

7 DATA BITS 

8 DATA BITS  

CLEAR FLASH NO 

YES 

NO  
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Internal Parts and Features 
 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

Ribbon Pick-up Spindle 

 

Ribbon Supply Spindle 

 
Media Supply Spindle 

 

Bracket 

 

Thermal Print Head 

 

 

Feed Slot 

 

Head Latch 

 

 

Paper Sensor Guide 

 

 

Paper Roller 

 

 

Thermal Print Head 
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Peel Off Mode 

 

Cutting Mode 
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Loading Ribbon and Media 

 

This section describes how to load ribbon and media in the X- 

Series printers. 

 

Loading a Ribbon 
 

Note: The X-Series uses transfer thermal printing. The ribbon 

is coated inside. 

 

1. Lift the top cover and front access door to expose the 

media compartment. (Figure 1) 

 
2. Turn the head latch counter-clockwise and open the 

bracket. (Figure 2) 

1 
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3. Unwrap the ribbon and separate the ribbon roll from the 

bare core. Insert the ribbon roll onto the ribbon supply 

spindle. (Figure 3) 

 

 

 

 

 

 

 

 

 

 

 

Bracket 

 

2 
 

Head 

Latch 

 

3 
 

Ribbon Supply 

Spindle 
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4. Lead the ribbon through the print head module. (Figure 4) 

 

5. Attach the edge of the ribbon onto the bare core and wind 

it a bit onto the core. Make sure the coating side of the 

ribbon is face down. 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

Bar Core 
 

Print 

Head 

Module 
 

4 
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6. Insert the core onto the ribbon pick-up spindle. (Figure 5) 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

7. Turn the pick-up spindle to ensure the ribbon is tightly 

wound. 

Ribbon 

Pick-up 

Spindle 

 

5 
 

Ribbon 

Pick-up 

Spindle 
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Loading Media 
 

The X-Series printers offer three different loading modes: 

standard, peel-off, or with a cutter. 

 

¶ Standard mode allows you to collect each label freely. 

¶ Peel-off mode peels backing material away from the label 

as it prints. After the label is removed, the next label prints. 

¶ Cutting mode automatically cuts the label after it prints. 

 

Standard Mode  
 

1. Insert the media roll into the media supply spindle and 

move the media guide to the inside. (Figure 6) 

  

 

 6 
 

Media  

Guide 
 

Media Supply 

Spindle 
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2. Turn the head latch counter-clockwise and open the 

bracket. Remove the outside media guide. (Figure 7) 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

3. Lead the media through the print head module and under 

the paper sensor guide. (Figure 8) 

 

Head  

Latch 

Bracket 

Outside 

Media 

Guide 

7 
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4. Return the outside media guide, close the bracket, and 

hook the head latch. (Figure 9) 

 

 

 

 

 

 

 

 

 

 

 

 

9 
 

Head  

Latch 

Outside Media Guide 

Bracket 

8 
 

Print Head   

Module 

Paper Sensor    

Guide 

Module 
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5. Close the top cover and the front access door and turn 

on the printer, or press the ñFEEDò button if the printer is 

already on. (Figure 10) 

 

 
 

 

 

 

 

10 
 



32 

Peel Off Mode 
 

Follow steps 1 to 3 in ñLoading the Media ï Standard Modeò 

above.  

 

4. From the leading end of the media roll remove enough 

labels to expose 6-inches of backing paper. (Figure 11) 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

Backing Paper 

11

1

1 
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5. Lead the media backing paper through the print head 

module. (Figure 12) 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

6. Push down the peel-off mechanism release lever and lead 

the media under the peeler module. (Figure 13) 

 

 

 

 

 

 

 

 

 

 

 

 

13

1

1 
 

Dispenser Module 

Peel Lever 

12

1

1 
 

Print Head 

Module 
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7. Close the peeler module using the peel-off mechanism 

release lever. (Figure 14) 

    

 

 

 

 

 

 

 

 

 

 

 

 

 

8. Close the top access door and turn on the printer or press 

the FEED button if the printer is already on. (Figure 15) 

 

 

 

 

 

 

 

 

 

 

 

15

1

1 
 

14

1

1 
 

Peel Lever 

Dispenser Module 
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Notes: 

1. The FEED button does not make the printer peel. For 

peeling to occur when the panel setting is properly 

enabled. 

2. Make sure the peeler sensor is out of the ribbon path 

when installed. 
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Cutting Mode 
 

Follow steps 1 to 3 in ñLoading the Media ï Standard Modeò 

above.  

 

4. Insert the media into the print head module and under the 

paper sensor guide. (Figure 16) 

 
 

 

 

 

 

 

Paper Sensor Guide 

Print Head Module 

16

8

1

1 
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5. Return the outside media guide, close the bracket, and 

hook the head latch. (Figure 17) 

 

 
6. Close the top access door and turn on the printer or press 

the FEED button if the printer is already on. The printer will 

then feed the labels through the cutter automatically. 

(Figure 18) 

 

Bracket 
Outside Media 

Guide 

Head 

Latch 

17

8

1

1 
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Note: The FEED button does not make the printer cut. For 

cutting to occur when the panel setting is properly 

enabled. 

 

 

18 
 

Cutter 
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Configuration 
 

This section discusses calibration, printing configuration and 

resetting the printer to factory defaults. 

 

Performing Calibration 
 

After the media is loaded, recommend you performing media 

calibration to calibrate the label sensor. 

1. Turn off the printer 

2. Press and hold the PAUSE button and turn on the power. 

3. When ñCALIBRATION éò is displayed on the LCD , and 

both READY and MEDIA indicators blink, release the 

PAUSE button. 

4. The printer feeds 12-inches of blank labels. 

5. When ñREADYò is displayed, the READY and MEDIA 

indicators stop blinking but remain illuminated. 

 

Note:  For X-1000VL, the step3 will be bypassed. 

 

Important! Recommend you performing media calibration after 

changing media. Failure to do so could result in 

improper detection by the label sensor. 
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Printing a Configuration Report 
 

To perform a self-test and print a configuration report: 

1. Turn off the printer. 

2. Press and hold the FEED button while turning on the 

power. 

3. When ñSELF-TESTING éò is displayed on the LCD and 

the READY indicator blinks, release the FEED button. 

4. The printer prints out a configuration report. 

5. When ñREADYò is displayed on the LCD , the READY 

indicator stops blinking but remains illuminated. 

6. The following information is printed in the report: 

¶ Font list 

¶ Hardware configuration and status 

¶ Label parameters 

¶ Firmware version 

 

Notes:  

1.  For X-1000VL, the step3 and step5 will be bypassed. 

2.  After the self-test the printer enters the diagnosis mode 

(Dump mode). To continue to normal operation, press 

CANCEL button to cancel the diagnosis mod (Dump 

mode). 
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Resetting to Factory Default Settings 
 

To reset the printer to factory default settings: 

1. Turn off the printer. 

2. Press and hold the CANCEL button and turn on the 

printer. 

3. When ñE2PROM RESET éò is displayed on the LCD 

(X-2000V & X-3200) and the READY indicator blinks, 

release the CANCEL button. 

4. When ñREADYò is displayed on the LCD, the READY 

indicator stops blinking but remains illuminated. 

5. When the two indicators relight, release the feed button. 

6. The following information is printed in the report: 

¶ Label parameters 

¶ Heat (Darkness) 

¶ Speed 

¶ Symbol set (language) 

¶ Others for specific emulation 

 

Notes:  

1. For X-1000VL, the step3 and step4 will be bypassed. 

2. All settings stored in FLASH memory are retained even 

after turning off the printer. 

3. You must perform the calibration for label sensitivity after 

you reset. 

4. Printed label count is not reset. 
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Computer Connections 
 

This printer comes with USB interface, a standard Centronics 

parallel interface, and a nine-pin Electronics Industries 

Association (EIA) RS-232 serial data interface. 

 

 

USB Interface Requirements 
 

The Universal Serial Bus (USB) interface is version 2.0 and 1.1 

compliant and provides a full-speed (12Mb/s) interface that is 

compatible with your existing PC hardware. The USBôs ñplug and 

playò design makes installation easy. Multiple printers can share a 

single USB port/hub. 

 

 

Centronics Parallel Port 
 

You can connect the printer to the host computerôs parallel port 

using any standard Centronics cable. The required cable must 

have a standard 36-pin parallel connector on one end, which is 

plugged into the parallel port located on the back of the printer. 

The other end of the parallel interface cable connects to the 

printer connector at the host computer. For pin-out information, 

please refer to the Technical Reference in this manual.  
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Serial (RS-232) Port 
 

The required cable must have a nine-pin "D" type male connector 

on one end, which is plugged into the mating serial port located 

on the back of the printer. The other end of the cable connects to 

a serial port on the host computer. For technical and pin-out 

information, please refer to the Technical Reference in this 

manual. 

 
Note:  

1.  Centronics allows a much higher communication speed 

than serial. 

2.  The pin assignment of serial cable is different from PC.  

Please contact your local Argox reseller if you need  

this cable. 

 

PC 

PC 

PC 

Centronics Parallel Port 

USB Port 

RS232 Serial Port 
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Communicating with the Printer 
 

The bundled printer driver can be applied to all applications under 

Windows 98/2000/2003/Windows XP, Windows Vista and 

Windows 7. With this driver you can run any popular Windows 

software applications such as MS-Word and print out to this 

printer. 

 

Before installation 
 
1. Check the contents of the driver to ensure it is complete. 

2. Make a backup copy of this driver. 

 

Installing the Printer Driver (Argox Seagull Driver) 
 
1. Double click the driver file (Argox Seagull driver) to execute the 

installation. 
2. Windows Printer Driveré..Select I accept and Click "Next" 
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3. Write down the Installation Directory (for example: C:'Seagull)   
and click "Next". 
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4. Click "Finish". 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
5.  Select Install printer drivers and Click "Next" 
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6.  Select a driver for your printer and click "Next". 

 

7.  Select model & emulation: X-1000VL PPLB or X-2000V PPLB 

 
 
8.  Select the port of the printer and click "Next" 

Argox X-1000VL PPLB 

 

Argox X-1000VL PPLB 
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9.  Enter Printer name (i.e. Argox X-1000VL PPLB) and select  

"do not share this printerò, and Click "Next" 

 

Argox X-1000VL PPLB 

 

Argox X-1000VL PPLBB 
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10. Checking all the data on the showing screen, if data 

corrected, click "Finish"   

 
 

 

11. After the related files have been copied to your system, click   

"Finish" 

 

Installing printer óArgox X-1000VL PPLBôé 

Argox X-1000VL PPLB 
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12. After the installation is complete click " Close" 
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Driver for Plug and Play (USB only) 
 
1. Extract the PrinterDriver.exe to the fixed route. 

(ñC:\Seagull) 

2. Connect the label printer to a computer with a USB 

cable. 

3. Turn on the printerôs power and the system detects the 

device automatically. 

4. Select ñInstall from a list or specific location (Advanced)ò, 

click ñNextò. 
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5. Select ñSearch for the best driver in these locationsò and 

choose ñInclude this location in the searchò. Input the 

location of the printer driver, click ñNextò. 
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6. Select ñContinue Anywayò. 
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7. Click ñFinishò. 
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8. The Argox X-1000VL PPLB printer is added in ñPrinters 

and Faxesò. 

9. Reboot the system. 

10. The system assigns the USB port for X-1000VL PPLB 

printer. 
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Driver for WIN Vista (USB only) 
 
1. Extract the PrinterDriver.exe to the fixed route. 
(ñC:\Seagull) 

2. Connect the label printer to a computer with a USB 
cable. 

3. Turn on the printerôs power and the system detects the 
device automatically. 

4. Select ñLocate and install driver software 
(recommended)ò. 

5. Pop the window ñUser access controlò and click 
ñ Continueò 
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6. Select ñI donôt have the disk. Show me the other options.ò 
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7. Select ñBrowse my computer for driver software 

(advanced) ñ. 
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8. Input the location of printer driver. (ñC:\Seagull) 
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9. Selectò Install this driver software anywayò 
10. The related files start to copy to your system. 
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11. After the installation is complete, click ñCloseò. 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 










































































